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GARAGE BUILDING PERMIT 

Guide to prepare your application

Before building a patio, deck, or porch, you must obtain a building permit from the Restigouche Regional 
Service Commission. This guide helps you prepare a complete application and reminds you of your  
inspection obligations during construction.

Checklist – What You Must Provide

1. 	 APPLICATION FORM

•	 Project address

•	 Name(s) of the property owner(s)

•	 Complete list of contractors

•	 Expected start and end dates of the work

•	 Estimated project cost

•	 Main use of the building (e.g., residential)

2.	 SCALED PLANS

•	 A detailed site plan (showing all existing and proposed structures) that indicates the distances between 
the building and property lines, as well as other features on the property.

•	 A description of the building including its height, width, and depth.

•	 If the project has more than one storey, or if the floor area is equal to or greater than one storey, or if the 
floor area is equal to or greater than 592 sq. ft. (55 m²):

-	 A foundation plan including a foundation wall section, a report from the screw-pile supplier, or a pro-
fessional design for non-conventional foundation systems. (Details must be sufficient to demonstrate 
compliance with NBC requirements.)

-	 Framing plan or structural plan

•	 Stair details (if applicable)
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Drawings must be detailed enough to demonstrate compliance with the National Building Code of Canada. 
Please consult the attached examples.

3. 	 ENVIRONMENTAL APPROVAL (IF APPLICABLE)

•	 If your project is located within 30 metres of a regulated watercourse, you must obtain authorization 
from the N.B. Department of Environment at 1 (506) 547-2092.

4. 	 FEE PAYMENT

•	 Be sure to pay the fees associated with processing the application.

Required Inspections During Construction

According to municipal by-laws, the property owner or the person acting on their behalf must notify the  
inspection department at each critical stage of the project. The four mandatory inspections for your  
permit are:

•	 Before backfilling the foundation walls

•	 When the framing is essentially complete, including roof trusses

•	 Before installing gypsum board or interior finishes

•	 At the end of the work or before occupying the building

Contact the Restigouche Planning Division to schedule these visits.

Important Reminders
•	 Do not begin any work without an official permit.

•	 Incomplete applications will not be processed.

•	 Failure to comply with inspection requirements may result in penalties or delays.
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5. APPENDIX - THE NATIONAL BUILDING CODE

ATTACHED GARAGES - ADDITIONAL REQUIREMENTS

Doors Between a Dwelling and an Attached Garage: A door separating a dwelling from an attached 
or built-in garage must be fitted with weather-stripping to create a barrier against fuel vapours and exhaust 
gases and must be equipped with a self-closing device. (Division B, Article 9.10.13.15)

Guards (Guardrails): A guard is a protective barrier placed around floor openings or on open sides of stairs, 
landings, balconies, mezzanines, galleries, elevated walkways, or any other location where a fall could occur. 
Vinyl cladding is not accepted as an interior finish unless proof is provided at permit application that the 
product meets the requirements of NBC 2010. (Division B, Article 9.10.17.1)

Required Foundations: Except for certain exemptions, carports and garages must have foundations that 
comply with Sections 9.12 and 9.15, and in garages, the foundation must extend beneath the door opening.
(Division B, Section 9.35.3.1)

Carbon Monoxide Alarms: This article applies to all buildings containing a dwelling unit and equipped 
with a combustion appliance or an attached parking garage.
Where either condition exists, a carbon monoxide alarm must be installed according to the manufacturer’s 
instructions. For new construction, the alarms must be mechanically fastened inside each bedroom, or with-
in 5 m (16’-5”) of each bedroom door, with no disconnect between the power supply and the alarm.
(Division B, Section 9.32.3.9)

Separation Between Parking Garages and Dwellings: An incorporated or attached parking garage 
must include an air barrier system compliant with Subsection 9.25.3, installed between the garage and the 
dwelling, forming an effective barrier against fuel vapours and exhaust gases. Every door between the garage 
and the dwelling must comply with Article 9.10.13.15. (Division B, Section 9.10.13.5)
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Wall to provide an effective barrier to gas and 
exhaust fumes/ Construction étanche aux 
vapeurs de carburant et au gaz d’échappement

Mandatory foundation system/ Système de 
fondation mandataire

Door equipped with self-closure/ Porte 
équipée d’un dispositif de fermeture 
automatique

CMD

Carbon Monoxide 
Detector/ 

Détecteur de 
monoxyde de 

carbone

Attached Garage/
Garage attaché

ATTACHED GARAGE – GARAGE ATTACHÉ
Plan View/ Vue en plan


