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SWIMMING POOL PERMIT APPLICATION

Guide to Preparing Your Application

Before building a swimming pool, you must obtain a construction permit from the Restigouche Regional
Service Commission (CSR Restigouche). This guide will help you prepare a complete application and re-
minds you of your inspection obligations during construction.

Checklist - What You Must Provide

1. APPLICATION FORM

Project address

Name(s) of the owner(s)

Complete list of contractors

Planned start and end dates of construction
Estimated project cost

2. SCALED PLANS
Site plan (showing all existing and proposed structures) with detailed measurements demonstrating
distances between the pool, the residence, property lines, and other features.
Description of the pool, including its height, width, and depth.
Fencing plan
Porch framing plan (if applicable)
Foundation plan (if applicable)
Stair details (if applicable)

Plans must be sufficiently detailed to demonstrate compliance with the
National Building Code of Canada. Please consult the attached examples. 506-789-2595
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2.1. CHECKLIST - POOL FENCING

1. General Requirements
The pool is fully fenced or enclosed by an equivalent structure.
The enclosure meets all specifications outlined in Article 16.1.

2. Building wall as part of the enclosure (if applicable)
No main or service entrance is located in the wall section used as the fence.
Any door in this wall (other than a door leading into a dwelling or dwelling unit):
. Must close automatically
Must have an automatic locking device at least 1.6 meters above the bottom of the door

3. Climb Prevention

. The enclosure must not contain any exterior elements (such as rails or reinforcements) that would facili-
tate climbing into the pool area.

4. Fencing Requirements
The fence must be made of:
«  Chain link (galvanized, vinyl-coated, or CSA-approved coated), OR
Wood, OR
Other materials compliant with paragraph (5)
The fence must not be electrified and must not contain barbed wire or hazardous materials.
- The fence must be located:
At least 1.25 meters from the edge of the pool
At least 1.25 meters from any external elements that could facilitate climbing

5. Fence Construction Standards
If chain link:
Maximum mesh size: 4 cm
Steel wire: minimum gauge 12, or gauge 14 with CSA-approved coating equivalent to gauge 12
- Posts: minimum 4 cm diameter, set below frost line in concrete, maximum spacing 3 meters
Top rail: steel, minimum 4 cm diameter
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If wood:
Vertical slats: minimum 2.5 cm x 10 cm, maximum spacing 4 cm
Arrangement preventing climbing from the outside
Support posts:
Cedar
Minimum 20 cm width (square or round), OR
minimum 5 cm width x 15 cm height
Other materials:
Must provide rigidity equivalent to chain link or wood fencing
6. Gates
Gate height and construction must match the fence
Gate must be mounted on sturdy hinges
Gate must:
Close automatically

Be equipped with an automatic locking device at least 1.6 meters from the bottom of the gate
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3. ENVIRONMENTAL APPROVAL (IF APPLICABLE)

If your project is within 30 meters of a restricted water body, you must obtain authorization from the
New Brunswick Department of Environment at 1 (506) 547-2092.

4. PAYMENT OF FEES

Ensure all fees associated with processing the application are paid.

Mandatory Inspections During Construction

According to municipal regulations, the owner or their representative must notify the inspection service at
each critical stage of construction. The required inspection for your permit is:

At the completion of work or prior to occupancy

Contact the Planning Division of CSR Restigouche to schedule an inspection.

Important Reminders

Do not begin any work without an official permit.
Incomplete applications will not be processed.
Failure to comply with inspections may result in penalties or delays.
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5. APPENDIX - THE NATIONAL BUILDING CODE
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ENCLOSURES FOR SWIMMING POOLS

16.1(1)No land shall be used for the purpose of a swinming pool unless the pool is
enclosed by a fence or by a wall of a building or structure, or by a combination of walls
and fences, at least one and six-tenths metres in height and meeting the requirements of
this section.

16.1(2)Where a portion of a wall of a building forms part of an enclosure mentioned in
subsection (1),

{a)no main or service entrance to the building shall be located therein; and

{bjany door therein, other than a door to a dwelling or dwelling unit, shall be self-closing
and equipped with a self-latching device at least one and six-tenths metres above the
bottom of the door.

16.1(3}An enclosure mentioned in subsection (1) shall not have rails, bracing ot other
attachments on the outside thereof that would facilitate climbing,.

16.1(4)A fence mentioned in subsection (1)

{a)shall be made of chain link construction, with galvanized, vinyl or other CSA-
approved coating, or of wood or of other materials, in the manner prescribed by
subsection (35); :

(b)shall not be electrified or incorporate barbed wire or other dangerous material; and
(c)shall be located at least ‘

(i)one and one-quarter metres from the edge of the swimming pool, and

(ii)one and one-quarter metres from any condition that would facilitate its being climbed
from the outside.

16.1(5)A fence under this section shall be designed and constructed

{a)in the case of a fence made of chain links, with

(i)no greater than four centimetre diamond mesh,

(if)steel wire not less than No. 12 gauge, or 2 minimum No. 14 gauge CSA-approved
coating forming a total thickness equivalent to No. 12 gauge wire, and

(iii)at least four centimetre diameter steel posts, set below frost in an envelope of cement
and spaced not more than three metres apart, with a top horizontal rail of at least four
centimetre diameter steel;

{(b)in the case of a fence made of wood, with

(i)vertical boarding, not less than two and one-half centimetres by ten centimetres
nominal dimensions spaced not more than four centimetres apart, attached to supporting
members and arranged in such manner as not to facilitate climbing on the outside, and
(ii)supporting cedar posts at least twenty centimetres square or round with ten centimetre
diameters, set below frost and spaced not more than two and one-half metres apart, with
the portion below grade treated with a wood preservative, and with a top horizontal rail
with dimensions of at least a width of five centimetres and a height of fifteen centimetres;
and

(cjin the case of a fence constructed with materials and in a manner other than described
in this subsection, in a manner that will ensure rigidity equal to the design and
construction prescribed by this subsection,

16.1(6)Gates forming part of an enclosure mentioned in subsection (1)

(a)shall be equivalent to the fence in content, manner of construction and height;
(b)shall be supported on substantial hinges; and

(cjshall be self-closing and equipped with a self-latching device at least one and six-
tenths metres above the bottom of the gate.
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